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Abstract 
This paper describes operations and procedures 

envisioned for NASA’s Air Traffic Management 
(ATM) Technology Demonstration #1 (ATD-1). The 
ATD-1 Concept of Operations (ConOps) 
demonstration will integrate three NASA 
technologies to achieve high throughput, fuel-
efficient arrival operations into busy terminal 
airspace. They are Traffic Management Advisor with 
Terminal Metering (TMA-TM) for precise time-
based schedules to the runway and points within the 
terminal area, Controller-Managed Spacing (CMS) 
decision support tools for terminal controllers to 
better manage aircraft delay using speed control, and 
Flight deck Interval Management (FIM) avionics and 
flight crew procedures to conduct airborne spacing 
operations. The ATD-1 concept provides de-
conflicted and efficient operations of multiple arrival 
streams of aircraft, passing through multiple merge 
points, from top-of-descent (TOD) to touchdown.  It 
also enables aircraft to conduct Optimized Profile 
Descents (OPDs) from en route altitude to the 
runway, using primarily speed control to maintain 
separation and schedule. The ATD-1 project is 
currently addressing the challenges of integrating the 
three technologies, and implantation into an 
operational environment. Goals of the ATD-1 
demonstration include increasing the throughput of 
high-density airports, reducing controller workload, 
increasing efficiency of arrival operations and the 
frequency of trajectory-based operations, and 
promoting aircraft ADS-B equipage. 

Introduction 
The 2011-2031 Federal Aviation Administration 

(FAA) Aerospace Forecast predicts commercial 
aviation will grow on average 3.7% throughout the 
next twenty years – doubling the number of revenue 
passenger miles by 2031 [1]. For domestic flights in 
2008, there was a total of approximately 3.2 million 
hours of gate (departure), taxi-out, airborne, and taxi-

in delay, according to the FAA’s Aviation System 
Performance Metrics (ASPM) system. Arrivals into 
high-density airports, in particular, experience 
significant inefficiencies due to the use of miles-in-
trail procedures and step-down descents. These air 
traffic control techniques contribute to reduced 
airport throughput, increased controller workload, 
increased arrival delay, and increased aircraft fuel 
burn, emissions and noise. 

While more advanced, fuel-efficient arrival 
procedures, such as Optimized Profile Descents 
(OPDs), exist at a limited number of sites, current 
control techniques and arrival scheduling tools do not 
yet allow for their consistent use during periods of 
peak traffic [2] due to the lack of supporting 
scheduling and spacing tools. Capacity in high-
density airspace, particularly around major 
metropolitan airports, is reaching its limit using 
current technology and procedures, in part due to 
ground automation that lacks the means to maximize 
the use of available capacity while enabling 
performance-based navigation. 

Significant research has been conducted both in 
the United States and Europe to develop trajectory-
management tools for enabling aircraft to 
simultaneously execute efficient descents while 
maintaining high throughput. Controller advisory 
tools have been developed that work with current 
arrival scheduling tools like the FAA’s Traffic 
Management Advisor (TMA) or the European 
Arrival Manager (AMAN) [3]. However, generally 
the research systems, as well as the scheduling and 
control systems, have separated the en route [4] and 
terminal airspace [5, 6] problems and studied them 
independently. Research and development of flight 
deck automation using ADS-B In technology has also 
been conducted in the US and Europe [7, 8]. Some of 
this research has included scheduling and air traffic 
control constraints for simple arrival flows [9], but 
relatively little research has examined fully integrated 
arrival operations with advanced scheduling systems, 
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controller tools, and airborne spacing for complex 
arrival flows into congested airports. 

NASA’s Air Traffic Management (ATM) 
Technology Demonstration #1 (ATD-1) seeks to 
integrate and conduct a field demonstration of three 
NASA technologies to achieve high throughput, fuel-
efficient arrival operations into busy terminal 
airspace: Traffic Management Advisor with Terminal 
Metering (TMA-TM) for precise time-based 
schedules to the runway and points within the 
terminal area; Controller-Managed Spacing (CMS) 
decision support tools for terminal controllers to 
better absorb delay using speed control along OPDs, 
and Flight deck Interval Management (FIM) avionics 
and flight crew procedures to conduct airborne 
spacing operations. The integrated arrival solution 
proposed in ATD-1 is intended to address several 
objectives, including increasing the throughput of 
high-density airports, reducing controller workload, 
increasing efficiency of arrivals through trajectory-
based operations, and promoting performance-based 
navigation and ADS-B equipage. 

The ATD-1 Concept of Operations (ConOps) 
described in this paper provides de-conflicted and 
efficient operations of multiple arrival streams of 
aircraft, passing through multiple merge points, from 
top-of-descent (TOD) to touchdown. It also enables 
aircraft to conduct OPDs from en route altitude to the 
runway, using primarily speed control to maintain 
separation and schedule. The paper begins by 
describing the ATD-1 technologies, in terms of their 
alignment with other ATM capabilities planned for 
the demonstration time frame, as well as their form 
and functions. It then describes the ConOps 
developed to support the ongoing integration and 
refinement of the component technologies. Each 

phase of operations is then detailed from flight deck, 
ATM, and ground perspectives. Where applicable, 
operational considerations relevant to the planned 
ATD-1 field demonstration are noted. The paper 
concludes with a discussion of challenges related to 
integrating the ATD-1 technologies and 
implementing them field.  

ATD-1 Component Technologies 

Goals and Compatibility 
The ATD-1 operational goal is to enable aircraft 

to fly OPDs published as Area Navigation (RNAV) 
routes from cruise to the runway threshold at a high-
density airport during peak traffic demand, using 
primarily speed control to maintain in-trail spacing 
and arrival schedule conformance [10, 11]. The 
ATD-1 ConOps has been developed such that each of 
the three component technologies (Figure 1) 
contributes specific capabilities toward achieving 
these objectives: TMA-TM generates a time-based 
schedule to the runway and meter points; CMS 
decision-support tools for terminal-area controllers 
provide better information for managing aircraft 
delay using speed control; and FIM avionics enable 
flight crews to conduct airborne spacing operations. 

The ATD-1 technologies and procedures are 
compatible with the FAA’s NextGen Mid-Term 
ConOps [12], Time-Based Flow Management 
(TBFM) ConOps [13], and the Interval Management–
Spacing (IM-S) ConOps [14]. Furthermore, they 
extend the soon-to-be-fielded Ground-based Interval 
Management–Spacing (GIM-S) capabilities into 
terminal airspace [15]. For aircraft, the ATD-1 
ConOps leverages the ADS-B capabilities that are a 
cornerstone of NextGen.   
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Figure 1.  NASA Technologies Integrated in the ATD-1 ConOps 

 

Technology Description 
TMA with Terminal Metering (TMA-TM) 

A key element of this project is an advanced 
ATM ground tool that determines an appropriate 
arrival schedule and the landing time intervals 
between aircraft, and provides controllers with the 
information necessary to issue speed clearances 
appropriate for spacing aircraft close to the minimum 
time or distance allowed for the runway conditions 
and meter points. The TMA, as presently deployed 
by the FAA, provides en route controllers and traffic 
managers with scheduled times-of-arrival (STAs) that 
correspond to the desired separations and airport 
arrival rate, while also meeting other constraints. The 
FAA is also developing systems for extended 
metering and coupled scheduling to precondition 
upstream traffic flows. TMA-TM extends the TMA 
concept downstream, using knowledge of published 
RNAV OPDs to sequence and schedule aircraft 
within the terminal area. 

TMA-TM first performs trajectory predictions 
for arriving aircraft along their projected OPDs and 
establishes Estimated Times-of-Arrival (ETA) for 
each aircraft at successive metering and merge points 
along each aircraft’s flight path to the airport (e.g., en 

route metering points, the meter fix, terminal 
metering points, Final Approach Fix (FAF), and 
runway threshold). The terminal metering points are 
typically arrival-procedure merge points where traffic 
flows converge, and are necessary to ensure that the 
arrival schedule maintains aircraft separation at these 
points between the terminal airspace boundary and 
runway threshold. As each aircraft reaches an airport-
specific range or time, referred to as the ‘freeze 
horizon,’ the TMA-TM locks in a de-conflicted STA 
at each scheduling point [16, 17]. The assigned STAs 
ensure no time conflicts exist with the preceding 
aircraft at the various scheduling points. TMA-TM 
then provides the STA and delay times to the 
respective en route controllers to maintain the desired 
flow rates to runways from the en route to the 
terminal. When flights approach a congested airport, 
TMA-TM is used to determine how the multiple 
streams of incoming flights can be sequenced and 
scheduled to fully utilize the available runways, 
minimizing delay while meeting all operational 
constraints. 

While TMA and other decision support tools 
provided ancillary environmental benefits, their 
primary objective was to reduce delay and increase 
throughput. The TMA-TM system is a trajectory-
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based strategic planning and tactical control tool that 
performs trajectory predictions, constraint scheduling 
and runway balancing, controller sequencing and 
spacing advisories, and flow visualization. The 
trajectory prediction, constraint scheduling, and 
runway balancing functions are built upon the 
existing TMA capabilities. The schedules and 
trajectory predictions are in turn leveraged to produce 
information required to display CMS decision 
support tools to controllers, following the 
methodologies developed in prior Controller 
Managed Spacing (CMS) and Efficient Descent 
Advisor (EDA) research.  

 

Controller-Managed Spacing (CMS) 
CMS tools assist terminal-area controllers in 

achieving their goal of maximizing use of OPDs 
during congested operations [18, 19]. Using the same 
arrival schedule that en route controllers use to 
manage the flows of traffic into the terminal airspace, 
the CMS tools provide the information necessary to 
accurately achieve arrival schedule conformance 
using speed commands. This information allows 
terminal controllers to reduce the use of tactical 
vectoring, thereby enabling aircraft to maintain fuel-
efficient arrival procedures from cruise to 
touchdown. Among the CMS tools planned for 
display on the Standard Terminal Area Replacement 
System (STARS) workstation (Figure 2) are: 

• Early/Late Indicators (left) – The 
information in the third line of the 
aircraft’s Full Data Block (FDB) enables 
controllers to quickly assess the schedule-
conformance information for a particular 
aircraft. An early/late indicator serves the 
same purpose as the delay countdown 
timer (DCT) presently available to en route 
controllers. 

• Slot markers (middle) – Slot markers (or 
slot-marker ‘circles’) translate the 
temporal schedule information into a 
spatial target on the controller’s planview 
display. They indicate where an aircraft 
should be at the present time if it were to 
fly the remainder of the RNAV OPD, 
meeting all published speed and altitude 
restrictions, and arrive on schedule. 

• Speed advisories (right) – Speed advisories 
displayed in the aircraft’s FDB help 
controllers formulate speed clearances. 
The advisories depicted in Figure 2 are 
formulated such that flying the advised 
speed until rejoining the arrival 
procedure’s nominal speed profile at the 
named fix is predicted to place the aircraft 
on schedule by the fix. A speed advisory 
can be configured to replace an early/late 
indicator in a FDB, when an advisory for 
that aircraft is available. 

 
Figure 2.  Potential CMS Displays 

Flight Deck Interval Management (FIM) 
FIM enables the flight crew to actively assist 

both en route and terminal controllers in maximizing 
throughput on capacity-constrained runways by 
precisely achieving the assigned spacing interval 
behind the preceding aircraft [7, 20]. En route 
controllers issue the FIM clearance after an aircraft 
crosses the TMA-TM freeze horizon, once speed 
control alone is expected to be sufficient to meet the 
schedule. A flight crew enters the FIM clearance 
information into the FIM avionics, and then follows 
the speeds it calculates along the RNAV OPD.   

A FIM clearance contains the Assigned Spacing 
Goal (ASG) and the Target (lead) aircraft’s callsign.  
Other elements may be included in the clearance if 
available to the controller and necessary to achieve 
the desired spacing goal.  In cases where the Target 
aircraft is not yet within ADS-B range, an STA at the 
achieve-by point is included as part of the FIM 
clearance from ATC. The STA allows the aircraft to 
begin absorbing any necessary delay prior to being 
within ADS-B range. In addition, the airborne 
spacing tool requires information about the Target’s 
arrival procedure if that aircraft is not on the same 
route as the FIM aircraft. The Target may be on the 
same or different arrival procedure as the FIM 
aircraft (and therefore cross the terminal boundary at 



 3B1-5 

a different meter fix). The following is an example of 
a FIM clearance, and the corresponding cockpit 
indications on an Electronic Flight Bag (Figure 3):  

FOR INTERVAL SPACING, CROSS JIFFY 
AT 1432:30Z. WHEN ABLE, SPACE 90 
SECONDS BEHIND DAL877 ON THE BONHAM 
FIVE ARRIVAL, FORT SMITH TRANSITION. 

 
Figure 3.  Electronic Flight Bag with FIM 

Clearance and Target Aircraft 

The FIM avionics will continually correct 
towards, and finally achieve, the ASG behind the 
Target by the Achieve-By Point. The Final Approach 
Fix is planned for use as the Achieve-By Point in the 
ATD-1 demonstration. The FIM technology required 
for aircraft systems may be either forward-fit in 
advanced aircraft (in particular, fully integrated with 
the Flight Management System), or retro-fitted in 
currently operational aircraft (via an Electronic Flight 
Bag and ADS-B Guidance Display). The retrofit 
option will be used during the ATD-1 demonstration. 

 

ATD-1 Concept of Operations 

Overview 
ATD-1 operations begin during the en route 

portion of an aircraft’s flight, prior to TOD, and 
continue until touchdown (Figure 4). For each meter 
point, TMA-TM calculates a schedule to meet the 
required aircraft separation and to condition the 
traffic flow with the necessary amount of delay. The 
resulting STAs drive the GIM-S and CMS controller 
displays, and enable formulation of FIM clearances 
by determining Targets and ASGs. Aircraft navigate 
along RNAV OPDs that include transitions to 
connect the Standard Terminal Arrival Route (STAR) 
to the Standard Instrument Approach Procedure 
(SIAP). This allows flight crews to use their onboard 
FMS capabilities to navigate the aircraft and to fly 
fuel-efficient OPDs.  The ATD-1 operations and 
displays should allow controllers to keep aircraft on 
their assigned OPDs using more speed control and 
fewer vectors to met the required times at the 
metering points, FAF, and the runway. 
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Figure 4.  ATD-1 Operations 

 

Phases of the ATD-1 ConOps 
The ATD-1 ConOps consists of five 

chronological phases:  scheduling, preconditioning, 
initiation, operations, and termination. The following 
subsections describe each phase from relevant flight-
deck, controller, and ground-automation perspectives. 

Scheduling Phase 
The scheduling phase occurs while the aircraft is 

still at cruise altitude, and is nominally complete 
when the aircraft crosses the freeze horizon 
established for the destination airport. As aircraft are 
still well before their TODs, TMA-TM acquires them 
and begins updating their ETAs. The ETA 
computations consider the aircraft’s route-of-flight, 
its intended speed profile, and the forecasted winds. 
When the aircraft crosses the freeze horizon 
(specified as 200 nmi for the airport in Figure 4), 
TMA-TM locks in the STA at each scheduling point 
(unless manually changed by air traffic control), 
while the ETA calculation continues to be updated by 
TMA-TM. The STA is then made available for 

computations underlying CMS tools, and if 
appropriate, a FIM clearance for that aircraft is also 
provided to the controller. 

TMA-TM calculates the STA for each meter 
point to meet or exceed the required aircraft 
separation, and to distribute the amount of required 
delay to enable speed control alone to be sufficient. If 
the necessary amount of delay exceeds what can be 
achieved by speed control alone, that delay is 
successively passed back to upstream meter points. 
As a result, aircraft absorb more of their required 
delay at higher altitudes, which is generally more 
fuel-efficient.  

The STA at each scheduling point becomes the 
control target for controllers. En route controllers will 
use their current displays and GIM-S software to 
achieve the time calculated at enroute meter points by 
TMA-TM, and terminal controllers will receive 
schedule information as well as CMS advisories and 
spacing circles on their STARS display to correct the 
remaining time error. Transmission of FIM clearance 
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information from TMA-TM to the en route controller 
displays will not by implemented in time for the 
ATD-1 demonstration; therefore, FIM clearances will 
be formulated and manually provided to controllers. 
The ATD-1 ConOps anticipates no new phraseology 
or coordination tasks for controllers or flight crew 
during the scheduling phase. 

Preconditioning Phase 
The preconditioning phase of the ATD-1 

ConOps is designed to ensure that aircraft can be 
controlled using speed alone, either via FIM 
operations or controller management using CMS 
tools. Ideally, this phase would be unnecessary, with 
upstream flow conditioning yielding schedule errors 
for arriving aircraft that are already small enough to 
correct using speed control. However, when there is 
too much delay to absorb using speed, en route 
controllers will use speed combined with path 
stretching (i.e., heading vectors) to absorb enough 
delay to make speed-only control feasible. If 
required, the preconditioning phase begins after an 
aircraft crosses the freeze horizon and its STAs have 
been established. 

Activities during this phase include controllers 
issuing vectors (path-stretching) to aircraft that are 
predicted to not meet the meter time STA with speed 
control alone. When speed control alone is not 
sufficient, the GIM-S (en route) and CMS (terminal) 
speed advisories will not be displayed. No new 
unique ATD-1 phraseology or coordination tasks are 
anticipated in this phase for controllers or flight crew. 

Initiation Phase 
The initiation phase of the ATD-1 ConOps 

marks the point when en route controllers are able to 
achieve the TMA-TM STA for a particular aircraft 
using speed control only. Events in this phase include 
issuing the arrival route and assigned runway to all 
aircraft and, for suitably equipped aircraft, the FIM 
clearance. En route controllers also issue speed 
instructions to meet the meter point STA using 
information from the GIM-S display to aircraft not 
equipped for FIM operations. 

The controller issues the FIM clearance as soon 
as feasible after the freeze horizon; that is, after the 
arrival sequence has been determined and vectors are 
no longer needed to achieve the required time delay. 
Ideally, a flight crew will receive the FIM clearance 
prior to TOD, and it will include the STA at the 

achieve-by point (the FAF during the ATD-1 
demonstration), the Target aircraft’s identifier and 
route (if the Target is on a different route), and the 
ASG (the time interval behind the Target at the 
achieve-by point). Beyond the demonstration 
timeframe, this information could be provided in the 
en route controller’s meter list. 

After the flight crew determines the FIM speed 
is feasible, they notify ATC that they are 
commencing Interval Spacing operations and fly the 
aircraft along the published arrival, following the 
speed commands calculated by the onboard FIM 
spacing software.  

Examples of phraseology given by controllers to 
flight crew are given below. 

• Route and runway assignment: 
DESCEND VIA THE MAIER THREE 

ARRIVAL, BOULDER CITY TRANSTION, 
EXCEPT AFTER KUCOO EXPECT BLINE, 
CERUN, RUNWAY TWO-SIX. 

• FIM clearance: 
FOR INTERVAL SPACING, CROSS JIFFY 

AT 1432:30Z. WHEN ABLE, SPACE NINE-
ZERO SECONDS BEHIND DELTA EIGHT-
SEVEN-SEVEN ON THE BONHAM FIVE 
ARRIVAL, FORT SMITH TRANSITION. 

Operations Phase 
The operations phase occurs once speed control 

alone along the assigned route is sufficient to meet 
the STA, and after the en route controller issues the 
FIM clearance. If the aircraft must be vectored off the 
RNAV OPD to achieve other operational objectives, 
the ATD-1 ConOps operational phase may be 
considered over. 

During the operations phase, en route and 
terminal controllers issue speed instructions to 
aircraft not equipped for FIM operations to absorb 
delay and correct residual schedule-time errors. 
When speed control alone is not sufficient, the 
GIM-S and CMS speed advisories will not be 
displayed. However, as long as an aircraft has an 
STA and a nominal RNAV route for the aircraft is 
known to the TMA-TM, the CMS slot marker circles 
can still be displayed to facilitate the return of the 
aircraft to the RNAV procedure after vectoring. 

Controllers monitoring aircraft conducting FIM 
operations may also ‘suspend’ and ‘resume’ FIM 
operations any time operational needs require it. This 
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is expected to be particularly useful when the aircraft 
is below 10,000 feet and minimal flight crew 
interaction with the avionics is desired. For the crew, 
the ‘suspend’ action requires a single button push to 
remove FIM information from cockpit displays while 
retaining the information from the FIM clearance in 
the spacing software; for the ‘resume’ action, a single 
button push restores the FIM guidance. 

A controller may also ‘amend’ the FIM 
clearance by changing the ASG. Any changes to the 
FIM clearance STA, Target, Target route, or FIM 
aircraft route require ATC to ‘terminate’ the FIM 
clearance, then issue a new one (if desired). 
Amending a FIM clearance requires less workload 
for the flight crew, and provides the FIM speed 
guidance more quickly. 

Once a FIM operation has begun, the flight crew 
operates the aircraft in accordance with normal 
procedures, with the exception that the FIM speed 
supersedes the RNAV STAR speed. If a flight crew 
is no longer able to follow their FIM speed command 
or experiences a system error, they should contact air 
traffic control to terminate spacing operations, and 
the controller should use the CMS tools as 
appropriate to issue speeds to the aircraft. Flight 
crews are also required to announce to each receiving 
controller they are conducting FIM operations. 

Examples of phraseology given by controllers to 
flight crew are: 

• Descent with CMS speed 
DESCEND VIA THE MAIER THREE 

ARRIVAL, BOULDER CITY TRANSITION, 
EXCEPT MAINTAIN TWO-SEVEN-ZERO KNOTS 
UNTIL DRAKE. 

• Amend FIM clearance 
AMEND INTERVAL SPACING CLEARANCE.  

SPACE ONE-THREE-FIVE SECONDS BEHIND 
TARGET. 

• Suspend FIM operation 
SUSPEND INTERVAL SPACING, SLOW TO 

TWO-THREE-ZERO KNOTS. 

• Resume FIM operation 
NASA ONE-SEVEN, RESUME INTERVAL 

SPACING. 

• Report the FIM clearance 
NASA ONE-SEVEN, REPORT INTERVAL 

SPACING CLEARANCE. 

 

Examples of phraseology given by flight crew to 
controllers to are given below. 

• Commencing FIM operation  
NASA ONE-SEVEN, INTERVAL SPACING 

BEHIND DELTA EIGHT-SEVEN-SEVEN. 

• Check-in while conducting FIM 
NASA ONE-SEVEN PASSING ONE-TWO 

THOUSAND, INTERVAL SPACING. 

Termination Phase 
The nominal termination of the ATD-1 ConOps 

for a particular aircraft is at the FAF of the SIAP that 
is part of the RNAV OPD (approximately five 
nautical miles from the runway threshold).  
Controllers or flight crew may terminate use of the 
TMA-TM timeline, CMS tools, or FIM spacing 
guidance at any time if operational considerations 
require it. 

If the operation terminates at the FAF, there are 
no ATD-1-specific events or required phraseology. If 
a controller ceases to use GIM-S or CMS tools, no 
ATD-1-specific phraseology or actions are required. 
However there is specific phraseology required if 
FIM operations are terminated prior to the FAF by 
either the controller or the flight crew. 

Examples of phraseology used to terminate FIM 
operations prior to the FAF are: 

• FIM operation terminated by ATC 
(ATC): NASA ONE-SEVEN, CANCEL 

INTERVAL SPACING, RESUME PUBLISHED 
SPEED. 

(Crew): CANCEL INTERVAL SPACING, 
RESUME PUBLISHED SPEED, NASA ONE-
SEVEN. 

• FIM operation terminated by flight crew 
(Crew): NASA ONE-SEVEN UNABLE 

INTERVAL SPACING, NO TARGET AIRCRAFT 
DATA.  

(ATC): NASA ONE-SEVEN, CANCEL 
INTERVAL SPACING, CONTINUE ON THE 
BONHAM FIVE ARRIVAL, MAINTAIN TWO-
FOUR-ZERO KNOTS. 

Crew: NASA ONE-SEVEN, CANCEL 
INTERVAL SPACING, CONTINUE ON THE 
BONHAM FIVE ARRIVAL, MAINTAIN TWO-
FOUR-ZERO KNOTS. 
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Challenges 

Integration of Technologies 
The seamless integration of three different 

technologies is an important challenge for ATD-1, 
since each technology was originally supported by 
different users and each has a slightly different 
methodology to solve the same operational problem. 
A key example is ensuring that the algorithm used by 
TMA-TM to estimate time-deconflicted STAs at 
every meter point behaves similarly to the spacing 
algorithm onboard the FIM equipped aircraft. 
Aircraft conformance to STAs will need to be 
determined, for both aircraft responding to controller 
speed advisors and aircraft conducting FIM 
operations. Limits also need to be defined when it is 
not suitable for a FIM clearance to be issued (the 
difference between aircraft location estimated by 
TMA-TM and location driven by the FIM speed 
exceeds a defined criteria). 

Controller and flight crew procedures during 
off-nominal events have been under common 
development, however, they need to be validated in 
operationally challenging simulations with both live 
subject controllers and subject pilots. Some of the 
events currently under study include an aircraft go-
around that needs to be reinserted into the arrival 
stream and reordering the arrival sequence of aircraft. 

Operational Implementation 
The air traffic control environment in 2015 to 

2017 (the approximate ATD-1 demonstration time-
frame) will not have all the functionality envisioned 
by the research of the three technologies. Examples 
include data communication, expanded ADS-B 
message sets, FIM information available to 
controllers, etc. Furthermore, the design and 
implementation of published trajectories (latitude, 
longitude, altitude, and speed) from the en route 
airway structure to the assigned runway will be only 
partially complete by this time. 

Another significant challenge is not all of the 
ATD-1 controller displays, nor the communication 
link between TMA-TM and the controllers, will be 
available by the demonstration time-frame. Finding a 
feasible alternative solution that does not 
compromise the assessment of ATD-1 technologies 
will be an important challenge. 

Summary 
The number of aircraft operations is predicted to 

continue increasing for the next 20 years. NASA, in 
partnership with the FAA and many aviation industry 
stakeholders and experts, has been conducting 
research to achieve more efficient air traffic 
operations that are needed to reduce current delay 
and to support the projected increase in traffic. The 
ATD-1 concept of operations integrates three of these 
research efforts, TMA-TM, CMS, and FIM. Each 
exhibit benefits individually, however when 
integrated will realize significantly more benefits, 
especially at high-density airports during peak traffic 
periods.  

The advanced scheduling of TMA-TM within 
terminal airspace allows better planning of arrival 
operations by considering separation at key merge 
points, and creates a time-deconflicted arrival 
sequence for each runway. The CMS tools use this 
schedule to provide controllers information to 
achieve the appropriate time at meter fixes. The 
TMA-TM schedule also generates the information 
needed by the FIM equipment, which enable flight 
crew procedures that produce precise spacing behind 
the preceding aircraft. The ATD-1 operation is 
divided into five phases: schedule, precondition, 
initiation, operation, and termination. Controller and 
flight crew procedures are described for each phase 
of the operation, and examples of phraseology for 
ATD-1 specific communication are given. 

Seamless integration of the three technologies is 
an on-going effort, ranging from algorithm 
performance characteristics to procedures during off-
nominal events. Work is also under way to address 
the challenge of implementing the ATD-1 operations 
in a current day, real-world environment that does not 
yet fully support trajectory-based operations from en 
route airspace to the runway threshold. 

The goals of the ATD-1 demonstration include 
retaining maximum capacity of high-density airports, 
reducing controller workload, increasing efficiency 
of arrival operations and the frequency of trajectory-
based operations, and promoting aircraft ADS-B 
equipage. 

 



 3B1-10 

References 
[1] 2011, “FAA Aerospace Forecast, Fiscal Years 
2011-2031,” Washington, DC, U.S. Federal Aviation 
Administration. 

[2] Robinson, III, J. E., M. Kamgarpour, 2010, 
"Benefits of Continuous Descent Operations in High-
Density Terminal Airspace Under Scheduling 
Constraints," AIAA-2010-9115, 10th AIAA Aviation 
Technology, Integration, and Operations (ATIO) 
Conference, Fort Worth, TX 

[3] Korn, B., H. Helmke, A. Kuenz, 2006, “4D 
Trajectory Management in Extended TMA: Coupling 
AMAN 4D FMS for Optimized Approach 
Trajectories,” 25th ICAS, Hamburg, Germany. 

[4] Coppenbarger, R., G. Dyer, M. Hayashi, R. 
Lanier, L. Stell, D. Sweet, 2010, “Design and test of 
Automation for Efficient Arrivals in Constrained 
Airspace,” 27th ICAS, Nice, France. 

[5] Martin, L., M. Kupfer, E. Palmer, J. Mercer, T. 
Callantine, T. Prevot, 2011, “Acceptability and 
Effects of Tools to Assist with Controller Managed 
Spacing in the Terminal Area,” EPCE'11 
Proceedings of the 9th international conference on 
Engineering Psychology and Cognitive Ergonomics, 
Springer-Verlag, Berlin, Germany. 

[6] MacWilliams, P., D. Porter, “An assessment of a 
controller aid for merging and sequencing traffic on 
performance-based arrival routes,” MITRE 
Technical Paper, MITRE Corp, McLean, VA 

[7] Murdoch, J., B. Barmore, B. Baxley, T. Abbott, 
W. Capron, 2009, “Evaluation of an Airborne 
Spacing Concept to Support Continuous Descent 
Arrival Operations,” 8th USA/Europe Air Traffic 
Management Research and Development Seminar 
(ATM2009), Napa, CA 

[8] Grimaud, I., E. Hoffman, L. Rognin, K. Zeghal,  
2005, “Spacing Instructions in Approach: Benefits 
and Limits From an Air Traffic controller 
Perspective,”  Proceedings of the 6th USA/Europe 
ATM Seminar at Baltimore, MD. 

[9] Prevot, T., T. Callantine, J. Homola, P. Lee, J. 
Mercer, E. Palmer, N. Smith, 2007, “Effects of 
Automated Arrival Management, Airborne Spacing, 
Controller Tools, and Data Link,” AIAA-2007-6554, 
AIAA Guidance, Navigation and Control Conference 
and Exhibit, Hilton Head, SC  

[10] Baxley, B., W. Johnson, H. Swenson, J. 
Robinson, T. Prevot, T. Callantine, J. Scardina, M. 
Greene, 2012, “Air Traffic Management Technology 
Demonstration-1 Concept of Operations (ATD-1 
ConOps),” NASA/TM-2012-217585 

[11] Prevot, H., B. Baxley, T. Callantine, W. 
Johnson, L. Quon, J. Robinson, H. Swenson, 2012, 
“NASA’s ATM Technology Demonstration-1:  
Transitioning Fuel Efficient, High Throughput 
Arrival Operations from Simulation to Reality,” HCI-
Aero 2012, Brussels, Belgium 

[12] 2010, “NextGen Mid-Term Concept of 
Operations for the National Airspace System,” 
Version 2, Washington, DC, U.S. Federal Aviation 
Administration 

[13] 2009,  “Concept of Operations (Draft) for Time-
Based Flow Management (TBFM),” U.S. Federal 
Aviation Administration 

[14] 2011, “Arrival Interval Management – Spacing 
(IM-S) Concept of Operations for the Mid-Term 
Timeframe,” Coordination Draft Version 1.5.3, U.S. 
Federal Aviation Administration 

[15] 2012, “Arrival Interval Management – Spacing 
(IM-S) Concept of Operations for the Mid-Term 
Timeframe,” Version 3.0, U.S. Federal Aviation 
Administration 

[16] Isaacson, D., H. Swenson, J. Robinson III,  
2010, “A Concept for Robust, High Density Terminal 
Air Traffic Operations,” AIAA-2010-9292, 10th 
AIAA Aviation Technology, Integration, and 
Operations Conference (ATIO), Fort Worth, TX 

[17] Swenson, H., J. Thipphavong, A. Sadovsky, L. 
Chen, C. Sullivan, L. Martin, 2011, “Design and 
Evaluation of the Terminal Area Precision 
Scheduling and Spacing System,” 9th USA/Europe 
Air Traffic Management Research and Development 
Seminar (ATM2011), Berlin, Germany 

[18] Callantine, T., E. Palmer, M. Kupfer, 2010, 
“Human-In-The-Loop Simulation Of Trajectory-
Based Terminal-Area Operations,” ICAS2010, 27th 
International Congress of the Aeronautical Sciences, 
Nice, France 

[19] Kupfer, M., T. Callantine, L. Martin, J. Mercer, 
E. Palmer, 2011, “Controller Support Tools for 
Schedule-Based Terminal Operations,” 9th 



 3B1-11 

USA/Europe Air Traffic Management Research and 
Development Seminar (ATM2011), Berlin, Germany 

[20] Barmore, B., T. Abbott, W. Capron, B. Baxley, 
2008, “Simulation Results for Airborne Precision 
Spacing along Continuous Descent Arrivals,” AIAA-
2008-8931, 8th AIAA Aviation Technology, 
Integration, and Operations Conference (ATIO), 
Anchorage, AK 

Acknowledgements 
The authors thank the many people that have 

contributed to the three technologies and their 
integration into a single Concept of Operations. 

 
31st Digital Avionics Systems Conference 

October 14-18, 2012
 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AcademyEngravedLetPlain
    /ACaslonPro-Bold
    /ACaslonPro-BoldItalic
    /ACaslonPro-Italic
    /ACaslonPro-Regular
    /ACaslonPro-Semibold
    /ACaslonPro-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeFangsongStd-Regular
    /AdobeFanHeitiStd-Bold
    /AdobeGothicStd-Bold
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeKaitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobeSongStd-Light
    /AGaramondPro-Bold
    /AGaramondPro-BoldItalic
    /AGaramondPro-Italic
    /AGaramondPro-Regular
    /AgencyFB-Bold
    /AgencyFB-Reg
    /Aharoni-Bold
    /Algerian
    /Amienne
    /Amienne-Bold
    /Andalus
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Aparajita
    /Aparajita-Bold
    /Aparajita-BoldItalic
    /Aparajita-Italic
    /ArabicTypesetting
    /ARBERKLEY
    /ARBLANCA
    /ARBONNIE
    /ARCARTER
    /ARCENA
    /ARCHRISTY
    /ARDARLING
    /ARDECODE
    /ARDELANEY
    /ARDESTINE
    /ARESSENCE
    /ARHERMANN
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ARJULIAN
    /Arnprior
    /BalloonBT-Bold
    /BalloonBT-Light
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Baveuse
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /Berylium
    /Berylium-BoldItalic
    /Biondi
    /Biondi-Light
    /BirchStd
    /BlackadderITC-Regular
    /Blackletter686BT-Regular
    /BlackoakStd
    /BlueHighway
    /BlueHighway-Bold
    /BlueHighwayCondensed
    /BlueHighwayDType
    /BlueHighwayLinocut
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /Boopee
    /Boopee-Bold
    /BradleyHandITC
    /BritannicBold
    /Broadway
    /BroadwayBT-Regular
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScriptMT
    /BrushScriptStd
    /BurnstownDam
    /Byington
    /Byington-Bold
    /Byington-Italic
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Calligraphic421BT-RomanB
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /CarbonBlock
    /Castellar
    /CataneoBT-Regular
    /Catriel
    /Catriel-Bold
    /Catriel-BoldItalic
    /Catriel-Italic
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /ChaparralPro-Bold
    /ChaparralPro-BoldIt
    /ChaparralPro-Italic
    /ChaparralPro-Regular
    /CharlemagneStd-Bold
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CooperBlackStd
    /CooperBlackStd-Italic
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /CreditValley
    /CreditValley-Bold
    /CreditValley-BoldItalic
    /CreditValley-Italic
    /CurlzMT
    /DaunPenh
    /David
    /David-Bold
    /DFKaiShu-SB-Estd-BF
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /DokChampa
    /Dotum
    /DotumChe
    /EarwigFactory
    /Ebrima
    /Ebrima-Bold
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversMT
    /EngraversMT-Bold
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /EstrangeloEdessa
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EuphemiaCAS
    /EuphorigenicS
    /EurostileBold
    /EurostileRegular
    /FangSong
    /FelixTitlingMT
    /FootlightMTLight
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Gabriola
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /Gautami-Bold
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GiddyupStd
    /Gigi-Regular
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /Gisha
    /Gisha-Bold
    /GloucesterMT-ExtraCondensed
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HeavyHeap
    /HighTowerText-Italic
    /HighTowerText-Reg
    /HoboStd
    /HolidayPiBT-Regular
    /HurryUp
    /Huxtable
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /IskoolaPota
    /IskoolaPota-Bold
    /JasmineUPC
    /JasmineUPCBold
    /JasmineUPCBoldItalic
    /JasmineUPCItalic
    /JokermanLetPlain
    /Jokerman-Regular
    /JuiceITC-Regular
    /KaiTi
    /Kalinga
    /Kalinga-Bold
    /Kartika
    /Kartika-Bold
    /KhmerUI
    /KhmerUI-Bold
    /KodchiangUPC
    /KodchiangUPCBold
    /KodchiangUPCBoldItalic
    /KodchiangUPCItalic
    /Kokila
    /Kokila-Bold
    /Kokila-BoldItalic
    /Kokila-Italic
    /KozGoPr6N-Bold
    /KozGoPr6N-ExtraLight
    /KozGoPr6N-Heavy
    /KozGoPr6N-Light
    /KozGoPr6N-Medium
    /KozGoPr6N-Regular
    /KozGoPro-Bold
    /KozGoPro-ExtraLight
    /KozGoPro-Heavy
    /KozGoPro-Light
    /KozGoPro-Medium
    /KozGoPro-Regular
    /KozMinPr6N-Bold
    /KozMinPr6N-ExtraLight
    /KozMinPr6N-Heavy
    /KozMinPr6N-Light
    /KozMinPr6N-Medium
    /KozMinPr6N-Regular
    /KozMinPro-Bold
    /KozMinPro-ExtraLight
    /KozMinPro-Heavy
    /KozMinPro-Light
    /KozMinPro-Medium
    /KozMinPro-Regular
    /Kredit
    /KristenITC-Regular
    /KunstlerScript
    /LaoUI
    /LaoUI-Bold
    /Latha
    /Latha-Bold
    /LatinWide
    /Leelawadee
    /Leelawadee-Bold
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMT-Bold
    /Ligurino
    /Ligurino-Bold
    /LigurinoCondensed
    /Ligurino-Italic
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /LithosPro-Black
    /LithosPro-Regular
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Magneto-Bold
    /MaiandraGD-DemiBold
    /MaiandraGD-Italic
    /MaiandraGD-Regular
    /MalgunGothic
    /MalgunGothicBold
    /MalgunGothicRegular
    /Mangal
    /Mangal-Bold
    /Marlett
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Meiryo
    /Meiryo-Bold
    /Meiryo-BoldItalic
    /Meiryo-Italic
    /MeiryoUI
    /MeiryoUI-Bold
    /MeiryoUI-BoldItalic
    /MeiryoUI-Italic
    /MesquiteStd
    /MicrosoftHimalaya
    /MicrosoftJhengHeiBold
    /MicrosoftJhengHeiRegular
    /MicrosoftNewTaiLue
    /MicrosoftNewTaiLue-Bold
    /MicrosoftPhagsPa
    /MicrosoftPhagsPa-Bold
    /MicrosoftSansSerif
    /MicrosoftTaiLe
    /MicrosoftTaiLe-Bold
    /MicrosoftUighur
    /MicrosoftYaHei
    /MicrosoftYaHei-Bold
    /Microsoft-Yi-Baiti
    /MilanoLet
    /MingLiU
    /MingLiU-ExtB
    /Ming-Lt-HKSCS-ExtB
    /Ming-Lt-HKSCS-UNI-H
    /MinionPro-Bold
    /MinionPro-BoldCn
    /MinionPro-BoldCnIt
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Medium
    /MinionPro-MediumIt
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /MinyaNouvelle
    /MinyaNouvelleBold
    /MinyaNouvelleBoldItalic
    /MinyaNouvelleItalic
    /Miriam
    /MiriamFixed
    /MisterEarlBT-Regular
    /Mistral
    /Modern-Regular
    /MongolianBaiti
    /MonotypeCorsiva
    /MoolBoran
    /MS-Gothic
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSpecialty
    /MS-UIGothic
    /Mufferaw
    /MVBoli
    /MyriadPro-Bold
    /MyriadPro-BoldCond
    /MyriadPro-BoldCondIt
    /MyriadPro-BoldIt
    /MyriadPro-Cond
    /MyriadPro-CondIt
    /MyriadPro-It
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /MyriadWebPro
    /MyriadWebPro-Bold
    /MyriadWebPro-Italic
    /Narkisim
    /Neuropol
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NSimSun
    /NuevaStd-BoldCond
    /NuevaStd-BoldCondItalic
    /NuevaStd-Cond
    /NuevaStd-CondItalic
    /Nyala-Regular
    /OCRAExtended
    /OCRAStd
    /OldDreadfulNo7BT-Regular
    /OldEnglishTextMT
    /OneStrokeScriptLetPlain
    /Onyx
    /OratorStd
    /OratorStd-Slanted
    /PalaceScriptMT
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Papyrus-Regular
    /Parchment-Regular
    /ParkAvenueBT-Regular
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PlanetBenson2
    /PlantagenetCherokee
    /Playbill
    /PMingLiU
    /PMingLiU-ExtB
    /PoorRichard-Regular
    /PoplarStd
    /PrestigeEliteStd-Bd
    /Pristina-Regular
    /Pupcat
    /Raavi
    /RageItalic
    /RageItalicLetPlain
    /Ravie
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rod
    /RosewoodStd-Regular
    /SakkalMajalla
    /SakkalMajallaBold
    /ScriptMTBold
    /SegoePrint
    /SegoePrint-Bold
    /SegoeScript
    /SegoeScript-Bold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /SegoeUI-Light
    /SegoeUI-SemiBold
    /SegoeUISymbol
    /ShonarBangla
    /ShonarBangla-Bold
    /ShowcardGothic-Reg
    /Shruti
    /Shruti-Bold
    /SimHei
    /SimplifiedArabic
    /SimplifiedArabic-Bold
    /SimplifiedArabicFixed
    /SimSun
    /SimSun-ExtB
    /SmudgerLetPlain
    /SnapITC-Regular
    /Square721BT-Roman
    /Staccato222BT-Regular
    /Stencil
    /StencilStd
    /Stereofidelic
    /SybilGreen
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tandelle
    /Tandelle-Bold
    /Tandelle-BoldItalic
    /Tandelle-Italic
    /Teen
    /Teen-Bold
    /Teen-BoldItalic
    /Teen-Italic
    /TeenLight
    /TeenLight-Italic
    /TektonPro-Bold
    /TektonPro-BoldCond
    /TektonPro-BoldExt
    /TektonPro-BoldObl
    /TempusSansITC
    /TigerRagLET
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /TraditionalArabic
    /TraditionalArabic-Bold
    /TrajanPro-Bold
    /TrajanPro-Regular
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga
    /Tunga-Bold
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Utsaah
    /Utsaah-Bold
    /Utsaah-BoldItalic
    /Utsaah-Italic
    /Vani
    /Vani-Bold
    /VelvendaCooler
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Vijaya
    /Vijaya-Bold
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Vrinda
    /Vrinda-Bold
    /Waker
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 600
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError false
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (sRGB IEC61966-2.1)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <>
    /CHT <>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>



    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-bestanden te maken die moeten worden gecontroleerd of die moeten voldoen aan PDF/A-1b, een ISO-standaard voor de langetermijnopslag \(archivering\) van elektronische documenten. Zie voor meer informatie over het maken van PDF/A-compatibele PDF-documenten de Acrobat-gebruikershandleiding. PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>


    /ENU (Use these settings to create Adobe PDF documents that are to be checked or must conform to PDF/A-1b, an ISO standard for the long-term preservation \(archival\) of electronic documents.  For more information on creating PDF/A compliant PDF documents, please refer to the Acrobat User Guide.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


